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BATTREY TYPE PE12-200 PE Series
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‘Nominal Voltage

Nominal Capacity

200 Ah (10 hr. Rate to 10.8 V)

188.8 Ah (8 hr. Rate to 10.8 V)

176 Ah (5 hr. Rate to 10.8 V)

168.21 Ah (3 hr. Rate to 10.8 V)

140.28 Ah (1 hr. Rate t0 9.6 V)

Approximate Weight 61.3 £0.2kg
Dimensions 493 Lx231 W x 218 H
Energy Density 93.6Wh/L
Specific Energy 42.1 Wh [/ kg
Internal Resistance 3.0 mQ
Terminals M8: Thread Insert
Charge: -40 °C~ 60 °C
Operating

Temperature Range

Discharge: -20 °C~ 50 °C

Storage: -20°C~50°C

Best Range 155C225:C
Equalizing Charge 14.50 V ~ 14.90 V / Battery (25 °C)
Float Voltage 13.65V ~ 13.80V / Battery (25 °C)
. 1 month: 98 %
Self-;)ta;:::;ge N 3 months: 94 %
6 months: 85 %
Case Material Flame Retardant ABS Plastic
Design Life 12-15 years (Long Life)
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| sarmmevTvee PE12-200 PE Series

[1 Constant Current Discharge Rating (@25°C)

Final
Voltage
9.6V 735.00 394.80 239.40 173.67 140.28 80.43 58.38 36.80 24.40 21.00 16.84 8.82

5Min  15Min  30Min  45Min 1h 2h 3h 5h 8h 10h 12h 24h

100V 690.90 382.20 235.20 172.41 139.44 80.01 57.33 36.60 24.20 20.80 16.82 8.74

10.2V 684.60 373.80 233.10 171.15 138.60 79.38 57.12 36.00 24.00 20.60 16.66 8.74

105V 627.90 363.30 231.00 169.89 136.50 77.49 56.28 35.80 23.80 20.10 16.64 8.72

108V 564.90 338.10 220.50 162.96 132.93 76.86 56.07 35.20 23.60 20.00 16.52 8.70

[1 Constant Power Discharge Rating (@25°C)

Final
Voltage

9.6V 1315.56 738.28 457.25 335.18 272.14 157.64 116.76 73.97 49.29 40.60 34.27 18.08
100V 1236.71 71471 449.23 332,75 270.51 156.82 114.66 73.57 48.88 40.19 34.23 17.92
10.2V  1225.43 699.01 445.22 330.32 268.88 155.58 114.24 7236 48.48 39.79 3390 17.92
105V 112394 679.37 44121 327.89 264.81 151.88 11256 7196 48.08 39.79 33.86 17.88
108V  1011.17 632.25 421.16 314.51 257.88 150.65 112.14 70.75 47.67 39.38 33.62 17.84

SMin 15Min. 30Min  45Min 1h zh 3h 5h 8h 10h 12h 24h

 Discharge characteristics || Discharge vs. tempeture
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