SBLAREX
BATTREY TYPE PE12-26

specification

Nominal Voltage

Nominal Capacity

l Approximate Weight
Dimensions
Energy Density
Specific Enérgy
Internal Resistance
Terminals

Operating
Temperature Range

| Best Range
Equalizing Charge
Float Voltage

Self-Discharge &
Storage

Case Material
Design Life
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12V
28 Ah (20 hr. Rate to 10.8 V)
26 Ah (10 hr. Rate to 10.8 V)
22.15 Ah (5 hr. Rate to 10.8 V)
19.62 Ah (3 hr. Rate t0 10.8 V)
16.74 Ah (1 hr. Rate to 9.6 V)
8.2+0.2 kg
166 Lx175W x 126 H
89Wh/L
40.5 Wh / kg
12 mQ
b4
Charge: -40°C~50°C
Discharge: -20 °C~ 50 °C
Storage: -20°C~40°C
152CER5EC
14.50 V ~ 14.90 V / Battery (25 °C)
13.65 V ~ 13.80 V / Battery (25 °C)
1 month: 97 %
3 months: 91 %
6 months: 83 %
Flame Retardant ABS Plastic
5-8 years (Long Life)

TN

SAAR

150 9001:2008

Address: No. 566, North Sohrevardi, Tehran, Iran  Tell: +98(21)88546295-7, Fax: +98(21)88748902

Website: Www.pardasenergy.com

E-mail: info@pardasenergy.com



S@LAREX

Parpas enErRGY

) e CERD FEEND

[1 Constant Current Discharge Rating (@25°C)

Final : - .

15Min 30Min 45Min 1h 2h 3h 4h 5h 10h 20h

Voltage

9.60V 36.83 23.87 18.68 16.74 1053 6.92 6.09 452 269 141
9.90V 36.29 23.44 18.25 16.31 10.27 686 594 448 268 146
10.2V 32.94 21.92 17.17 15.66 994 6.74 567 4.43 268 1.45
105V 3046 2041 1620 1490 9.48 664 540 438 265 1.43
10.8V 28.73 19.22 15.44 14.26 897 659 517 434 261 140

[1 Constant Power Discharge Rating (@25°C)

Final : ¥
Voltage 15Min 45Min 1h
9.60V 370.44 271.08 208.44 190.08 122.04 82.94 72.68 54.76 32.08 17.60
9.90V 362.88 264.60 204.12 184.68 1188 82.19 70.52 54.65 31.97 17.50
10.2V 354.24 244,08 192.24 179.28 114.48 80.46 67.28 54.22 31.75 17.28
105V 331.56 223.56 178.20 170.64 109.08 79.06 64.26 53.78 30.89 17.17
10.8V 315.36 209.52 168.48 163.08 10390 77.44 61.34 53.24 30.56 17.06
| Discharge characteristics | Discharge vs. tempeture
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["! Charge characteristics | Self-discharge & storage
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Duration of charge
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