SBLAREX
BATTREY TYPE PE12-42

specification

Nominal Voltage

Nominal Capacity

Approximate Weight
" Dimensions
Energy Density
Specific Energy

Internal Resistance

Terminals

Operating Temperature
Range

Best Range
Equalizing Charge
Float Voltage

Self-Discharge & Storage

Case Material
Design Life
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12V
42 Ah (10 hr. Rate to 10.8 V)
37.72 Ah (8 hr. Rate t0 10.8 V)
32.6 Ah (5 hr. Rate to 10.8 V)
31.44 Ah (3 hr. Rate to 10.8 V)
25.3 Ah (1hr. Rate to 9.6 V)
14.340.2 kg
197 Lx 165W x 170 H
80Wh/L
33.5Wh / kg
6.5 mQ
M6, Thread Insert
Charge: -40 °C~ 60 °C
Discharge: -20 °C ~ 50 °C
Storage: -20°C~ 50 °C
158 G258 C
14.50V~ 14.90 V / Battery (25 °C)
13.65V ~ 13.80 V / Battery (25 °C)
1 month: 97 %
3 months: 91 %
6 months: 83 %
Flame Retardant ABS Plastic
10-12 years (Long Life)
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[1 Constant Current Discharge Rating (@25°C)

Final
Voltage
9.6V 65.56 41.69 31.24 2530 1447 1133 8.35 6.97 4.35 2.30
10.0V 63.25 4125 31.02 25.08 14.35 11.22 8.27 6.90 4.32 2.28
10.2V 60.28 4048 30.69 24.75 14.23 1091 8.14 6.77 430 2.24
105V 57.64 3894 30.36 2442 14.01 10.67 8.03 6.65 428 221
10.8V 54.01 37.29 29.81 2420 13.81 1048 7.92 6.52 420 2.16
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[1 Constant Power Discharge Rating (@25°C)

Final
Voltage
9.6V 72049 479.60 364.06 303.02 18421 135.16 109.00 89.38 51.45 27.36
10.0V 703.05 47197 360.79 300.84 180.94 13298 107.80 88.18 51.23 27.03
10.2V 665.99 462.16 357.52 294.30 179.85 128.62 105.29 86.87 50.79 26.60
10.5V 642.01 44145 353.16 292.12 176.58 125.35 103.99 85.67 50.58 26.38
10.8V 604.95 416.38 346.62 285.58 174.40 123.17 102.79 83.82 49.92 2594
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|| Discharge characteristics || Discharge vs. tempeture
Terminal vollage (V) % Capacay (%)
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|| Charge characteristics [ Self-discharge & storage
Cutrent Vollage Capacity{%)
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