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BATTREY TYPE PE12-9

specification
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Nominal Capacity

12V

9.0 Ah (20 hr. Rate to 10.8 V)
8.1 Ah (10 hr. Rate to 10.8 V)
7.0 Ah (5 hr. Rate to 10.8 V)

6.63 Ah (3 hr. Rate to 10.8 V)

5.47 Ah (1 hr. Rate to 9.6 V)

Approximate Weight 24+0.1kg
~ Dimensions 152 Lx65.3 W x 94 H
Enra.'rg\ir Density 89Wh/L
Specific Energy 33 Wh/kg
 Internal Resistance 20mQ
Terminals 187 or 250
Operating Charge: -40°C~50°C

Discharge: -20 °C~ 50 °C

Temperature Range

Best Range

Storage: -20°C~40°C
15RCR5EC

Equalizing Charge

235V~ 2.40 V / Battery (25 °C)

Float Voltage

2.25V ™~ 2.29 V / Battery (25 °C)
1 month: 97 %

Self-Discharge &
Storage

3 months: 91 %
6 months: 83 %

Case Materlal

Flame Retardant ABS Plastic

Design Life

5-8 years (Long Life)
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| Constant Current Discharge Rating (@25°C)

PArpDAs ENERGY

FTE Series

‘Final Voltage 5Min 15Min  30Min 45Min  1h 2h  3h 5h  8h
9.6V 28.52 15.36 9.31 7.75 547 314 221 151 105 0.81 0.70 0.45
0.0V 26.77 14.78 9.08 663 535 314 221 151 093 081 070 0.45
10.2V 26.54 14.55 9.08 6.63 435 3.03 221 151 093 081 0.70 0.45
10.5V 2433 14.08 8.96 6.63 535 3.03 221 149 093 0381 0.70 045
10.8V 21.88 13.15 8.61 6.29 512 3.03 221 140 093 081 0.70 0.45
[1 Constant Power Discharge Rating (@25°C)

Final Voltage  5Min.  15Min  30Min  45Min 1h 2h 3h Sh 8h 10h 12h 20h
9.6V 47.72 27.00 16.76 12.69 10.24 594 444 300 204 168 132 0.72
100V 47.14 26.54 16.76 12.57 1024 594 444 300 192 156 132 0.72
10.2V 45,75 26.19 16.76 12.57 10.24 582 432 288 192 156 132 0.72
105V 43,18 25.96 16.65 12.57 10.01 582 432 288 192 156 132 0.72
10.8V 39.58 24.56 16.18 1222 10.01 582 432 288 192 156 132 0.72
[ Discharge characteristics " Discharge vs. tempeture

Terminal volltage (V) 28% Capacity (%)
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